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RCQ3-915-ACT

Attuatore Wireless per Automazione

Attuatore wireless per domotica/automazione, composto da un'unita TX
controllabile tramite interfaccia seriale RS232 e da una o piu unita ATTUATORE
con la possibilita di passare da un minimo di 4 a un massimo di 256 dispositivi
(relé). Questo sistema di controllo wireless & progettato per le piu svariate
esigenze nel campo dell'automazione domestica, pud essere utilizzato per
attivare tutti i tipi di iluminazione, come altre applicazioni, ad esempio
riscaldamento / raffreddamento, cancelli elettrici, porte automatiche e controlli
industriali. L'unita TX puo essere controllata da un normale PC da un dispositivo
Raspberry o da un microcontrollore Arduino. E possibile avere una
configurazione "punto a punto" (n. 1 unita TX - n. 1 unita ACT) o una
configurazione "punto multipunto” (n. 1 unita TX piu unita ACT) fino alla
possibilita di commutare 256 utenti (relé). RCQ3-915-ACT board

RCQ3-915-ACT Scheda Attuatore

Questa scheda consente di pilotare 4 relé sia in modalita monostabile che
bistabile. E possibile utilizzare una scheda relé commerciale che deve essere
alimentata a 5 Volt.

RCQ3-915-DK Scheda Gateway

L'unita TX & dotata di un adattatore seriale USB (chip Prolific PI2303)
collegandolo immediatamente a un PC standard oa un dispositivo
Raspberry e quindi inviando semplici comandi RS232.

Principali caratteristiche : RCQ3-915- DK board
- Sistema bidirezionale

- Invio tramite Rs232 di comandi di commutazione all'unita ACT.

- Per ogni comando switch inviato, il Gateway riceve un feedback dall’'unita ACT.

- E possibile conoscere lo stato del singolo relé di una specifica unita ACT.

- Gestione monostabile/bistabile.

- E possibile gestire piu unita ACT.

- E’ possibile effettuare la richiesta del valore RSSI

- E’ possibile effettuare la richiesta della configurazione remota e del valore batteria.

Questo prodotto deriva da una applicazione del modulo RCQ3-XXX per piu informazioni consulta :
https://www.radiocontrolli.com/files/datasheets/RCQ3-XXX.pdf.

Questo dispositivo pud funzionare anche in modalita Long Range (LRM) che é una tecnica di codifica
digitale.Per ulteriori informazioni € possibile consultare questo documento:

https://www.ti.com/lit/an/swra642/swra642.pdf

Questa applicazione lavora utilizzando questi parametri radio :

BEEIRELE 2.5 kbps The Long Range Mode Functionality allows to
Modulation 2-GFSK reach distances > 1000meters in open field.
Deviation 5KHz

Frequency Channels Programmable see datasheet

RF Power Output Programmable see datasheet

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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1.0 Descrizione scheda Attuatore

| SMA Antenna connector|
RC-CC1310-868 /

Transceiver Module
q A
p &
1
Output Connector
L)
0 Reset
O
i
O
LB
LED Info
Serial Interface
e

+VIN 5 Volt / RESET
Pulsante di reset

RC-CC1310-915
Questa applicazione é stata realizzata utilizzando il modulo
RC-CC1310-868 di RadioControlli.

RS232 Connector
Con questo connettore € possibile (utilizzando I'apposito cavo)
configurare il dispositivo (Indirizzo locale / Indirizzo remoto).

Output Connector

Utilizzando dei ponticelli & possibile collegare questo
connettore a una scheda rele commerciale a 4 canali (vedere
la figura seguente).

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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1.1 Connessione con scheda relay

Jumper

5vDC
10A 250VAC
-
“N_“ 15A 125VAC
€D 104 2s0VAC
JQC-3FF-5-Z |

e

svDC
yay

104 250VAC
-
A 54 125vAc

RCQ3-XXX-ACT NIt | P ey
P | [ RELAY BOARD

)
A 5vDC ‘

104 250VAC ‘

.
AN 154 125vAC |
€29 104 250VAC |
JQC-3FF-S-Z |

1

A 5VDC ‘
iWIRELESs ACTUATOR s 10A 250VAC ‘
! : 54 12 =
www.radiocontrolil.com €oo) 1;2 :53:‘:? |

Rndlo.untmlll ® ¢ & JQC-3FF-S-Z |

POWER SUPPLY 5Volt

- La scheda denominata RCQ3-XXX-ACT deve essere
alimentata a 5Volt.

- Utilizzando dei normali ponticelli € necessario effettuare le
seguenti connessioni :

RCQ3-XXX-ACT RELAY BOARD
VCC (5V) < > VCC
ouT1 < > IN1
ouT2 < > IN2
ouT3 < > IN3
ouT4 < > IN4
GND < > GND

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for di trolli
any possible lack or inaccuracy of the data and reserves the right to change in whole www.radiocontroiii.com
or in part these information without notice.




Radio ((ontrolli

Wireless Modules

2.0 Dimensioni Meccaniche

<+—— 40mm

Tdmm

Massima Altezza (senza Antenna) = 22mm

3.0 Caratteristiche Tecniche

Technical Characteristics
MIN TYP MAX UNIT

Characteristics
Supply Voltage 45 50 55 VDC
Supply Current Standby Mode 15 mA
Supply Current MAX (*) 300 mA
Operative Frequency 915 MHz
RF Power Output 50ohm +10 dBm
Type of Modulation 2GFSK
Operative Temperature -30 +75 °C
(*) With all the 4 relay actived
Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for www.radiocontrolli.com

any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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4.0 Funzionalita Attuatore

Attuatore wireless per automazione/ domotica, & possibile utilizzare 1 unita come trasmettitore
(controllabile tramite Interfaccia seriale RS232) e da una o piu unita RX con possibilita di commutare
4 canali in modalita bistabile o monostabile.
L'unita denominata Transmitter pud essere controllata da un normale PC da un Raspberry
oppore da un microcontrollore Arduino. E possibile avere una configurazione "punto a punto»

(N. 1 unita TX - N. 1 unita RX) o una configurazione "punto multipunto" (n. 1 unita TX piu unita RX).

LISTA COMANDI RS-232 port

Command Sent

from RS232 Description

1 #H0x0 Set the Output «x» to Low Level (»x» can be 1,2,3,4)
2 ##0x1 Set the Output «x» to High Level (»x» can be 1,2,3,4)
3 #4?2M Request Monostable or Bistable State

4 ##20 Request Output State

5 ##7?RS Request RSSI value

6 ##7B Request remote battery Value

7 #H2T Request Temperature Value

8 ##7?2C Request remote Configuration

9 #HE2V Request remote Software version

Con semplici comandi Rs232 é possibile controllare «n» Unita Remote

RS232

Gateway Unit

UNIT B UNIT n

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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5.0 Unita GATEWAY

L'unita GATEWAY ¢ l'interfaccia tra I'attuatore wireless (RICEVITORE) e la logica di controllo.
La gestione degli ATTUATORI é effettuata da un'applicazione esterna sviluppata da PC, Raspberry,
Arduino tramite interfaccia seriale Rs232.

5.1 USB Unita GATEWAY PL2303

Prolific
Questo tipo di unita Gateway € dotata di un adattatore USB-

RS232 (chip Prolific PL2303) per essere pronto per l'uso.

Potrebbe essere necessario installare il driver per il
convertitore USB-RS232 PL2303 (consultare il sito Web
Prolific).

5.2 Unita GATEWAY utilizzando una scheda RCQ3-ACT-XXX

E’ possibile utilizzare una scheda denominata RCQ3-ACT-XXX anche come gateway per
pilotare altre schede attuatore.

Utilizzare il connettore seriale (vedere di seguito) per pilotare il gateway con |l
microcontrollore (porta seriale 3Volt).

CTS

RX

X
+3VOLT
RTS
GND

seseswEn

puoi trovare maggiori dettagli nel
schemi elettrici all'interno di questo
documento

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for di trolli
any possible lack or inaccuracy of the data and reserves the right to change in whole www.radiocontroiii.com
or in part these information without notice.
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5.3 Unita GATEWAY utilizzando la scheda RCQ3-ACT-XXX
ed un cavo USB/RS232

E possibile utilizzare un cavo USB-RS232 (fornito da
RadioControlli) per pilotare le schede ACTUATOR.

E necessario effettuare la connessione come in figura,
rispettando le polarita.

La scheda ACTUATOR non deve essere alimentata,

E necessario eseguire l'installazione sul driver Cp2102
sul PC Windows.

USB - RS232 Adattatore RadioControlli
Rispetta questa polarita
Filo nero = GND)

5.4 Unita GATEWAY utilizzando ARDUINO

E possibile utilizzare il microcontrollore ARDUINO per
gestire le schede ACTUATOR.

Sotto puoi vedere lo shield Arduino.

Consultare la documentazione completa sul sito Web di
Arduino Wireless Radio Control.

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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6.0 CONFIGURAZIONE UNITA’ (Gateway ed Attuatore)

Su ciascun dispositivo (sia gateway che attuatore) & necessario impostare i seguenti

parametri:
INDIRIZZO LOCALE Si tratta dell'indirizzo del dispositivo
INDIRIZZO DI DESTINAZIONE E’ I'indirizzo del dispositivo con il quale si desidera

connettere.

Ogni dispositivo € preconfigurato con un indirizzo predefinito «7E 7E 7E 7E», questo
indirizzo pud essere modificato durante la sessione di configurazione.

Quando il dispositivo riceve i dati tramite RF, la prima operazione che viene eseguita &
controllare l'intestazione dell'indirizzo e confrontarla con il suo indirizzo, se i due indirizzi
coincidono il microcontrollore elabora i dati, altrimenti tutti i dati vengono scartati.

Ad esempio nella configurazione seguente:
Per impostazione predefinita, il gateway & collegato al DISPOSITIVO A.

Posso modificare l'indirizzo di destinazione (del GATEWAY) su 03 03 03 03 per stabilire la
connessione con il dispositivo B.

Posso cambiare l'indirizzo di destinazione (del GATEWAY) in 04 04 04 04 per stabilire la
connessione con il dispositivo C.

Local Address : 02 02 02 02
Destination Address : 01 01 01 01

DEVICE A

Local Address : 01010101
Destination Address : 02 02 02 02

GATEWAY

Local Address : 03030303
Destination Address : 01 01 01 01

DEVICE B

Local Address : 04 04 04 04
Destination Address : 01 01 01 01

DEVICE C

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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6.2 Esempio di Configurazione (Command ?C /*C)

%% Hercules SETUP utility by HW-group.com = O x
UDP Setup Serial | TCP Clint | TCP Server | UDP | Test Made | About | Software utilizato: Hercules SETUP
Received/Sent data — Serial Utlllty (free Use)
Serial port COME8 opened i
[come =] Aprire la porta seriale utilizzando i seguenti
Baud parametri
115200 -]
Data size
IS vl
Barity
[rore =] Imposta il software Hercules per la ricezione
fEmoee carattere esadecimale (premere il tasto
OFF -] tasto destro del mouse e:
Made - Nel menu Special Chars scegliere HEX

IFree vI - Scelta HEX Enable

x Cloge |

 Modem lines
@co @P @ODsR @CTs [ DR [ RTS Hiw/g P/ update |
 Send
=
I rHExﬂl HI_Ugroup —
I I_ HE Cerd | v, HW-group.com L:nll‘ll:k
Hercules SETUR stility &__'...“.:“__
I 7 HEX  Send | Yersion 3.2.8 - ::',,.fm
[ TR LR L e
i uwr::vre
Send Chpteannd Aa T e 124 Setew
£% Hercules SETUP utility by HW-group.com - =l >

UDP Setup  Serial | TCP Client| TCP Server | UDP | Test Made | about |
Received/Sent data

{3F {43 {TEMHTEHTEHTEHTE}{TE}{TEI{TE} {50} {3A}{ IE —NSaen::I
Baud
I‘I152DD vl
Data size Premere questo pulsante, in questa
E =] modalita, la stringa "? C" viene trasmessa
Paiity (richiesta di configurazione)

x Cley
— Modem linex
@co @A @ose @CTs [ DTR [ RIS A Pl update
~ Send Il modulo risponde inviando
B [” HEX Sen H mg—mup i parametri di configurazione predefiniti

TETETETETETE7E 7TE 50 3A1E 1E

I I— HEX  Send | v HU-group.com

Hercules SETUP wtility

I [7 HEX  Send | Version 3.2.8

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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6.3 Esempio di confiqurazione uscite Monostabile/Bistabile

£ Hercules SETUP utility by HW-group.com = O X
UDF Setup  Serial | TCP Client | TCP Server | UDP | Test Mode | About | Premere questo pulsante, in questo
Received/Sent data S el modo trasmettiamo la nuova stringa di
{SE} {43} i, {S0}{3A} Rl Conﬁgurazione:
[cams -] 02020202 01010101 50 3A
Baud (stringa esadecimale)
[115200 -1 Sono stati cambiati i parametri in
Data size colore rosso :
IE vI
Parity 01 01 01 01 Destination address
Inone 'I
Handzhake
Mode
— Modem lines
@co @R @DsR @cCTS [T OTR 6/ Py update
— Send
[ ™ HEX  Send | /ﬁ“}g-r-uup Il modulo risponde con la nuova
vurw, HU-group.com COnﬂguraZ'one :
{5 430202 (2. [2 01,01 0101 50 3 Bl ) e | Hercales SETUP atility 02 02 02 02 01 01 01 01 50 3A
Imm;21 [~ HEX Send | Version 3.2.1

«?Mp restituisce come sono settati i 4 canali :

OUT1=1= Modalita Monostabile
OUT2=0= Modalita Bistabile
OUT3=0= Modalita Bistabile
OUT4=0= Modalita Bistabile

Per modificare il «tempo» bistabile consultare la scheda tecnica del modulo RCQ3-XXX.

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole

or in part these information without notice.

«"M + xM or xB» configurazione dei canali in M
(monostabile) or B (bistabile) .
Esempio :

AM1M configura il canale 1 in modalita Monostabile
AM2B configura il canale 2 in modalita bistabile

www.radiocontrolli.com

£ Hercules SETUP utility by HW-group.com = O X -
= Hercules SETUP utility by HW-group.com - O X
UDP Setup Sfal | TCP Cient | TCP Server | UDP | Test Mode | About | s _ oy b I g
Received/Sent data -, UDP Setup  Serial I TCP Clientl TCP Serverl Uuppr | Test Mode | Abaout I
™ Naen:: Received/Sent data ~ Seiidl
CutputScate Mode : Outl = 1 “M3M N:;-:Z
: ouc2 = 0 ICDM8 j‘
i Cut3 = 0 Baud COME vl
: Qutd = 0 |115200 - Baud
Data size 115200 j'
Ia - D ata size
Farity 8 'l
Imne - Parity
I\ HEhol Risposta in modo testo e -
- andshake
. . Mode bt
Comando Risposta in modar 3| comando Hods
Free 'l
x Cloze |
Modemfines x Close |
@co @R @DsE @cTts [ DIR ‘ Hiwa P update | Modem fhes
S @co @R @oseR @cTs [T DR ‘ Hiw'o P update |
~ Se
[ ™ HEX  Send | HIDs eus | sed e
[ Wi wins HW-group.com ZED [ HEX  Send | H I_Ugrnup
? et
Hercules SETUP atilit vivrwr.HW-group.com
e | I [~ HEX  Send | =
| [~ HEX Send | Version 3.2.1 Hercules SETUP atility
| [ HEX  Send | Yersion 3.2.1
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7.0 MODALITA’ OPERATIVA
7.1 Funzionalita utilizzando il software Remote Control

E possibile effettuare il download di questa applicazione sul sito Web www.radiocontrolli.com.

Questa applicazione é stata sviluppata per fornire un esempio dell'uso dei dispositivi RadioControlli.
Collegare il modulo RCQ3-XXX-DK sulla porta USB del computer.
Alimentare la scheda RC-ACT-XXX

Dopo l'installazione del software e I'avvio del programma, verra visualizzata la seguente schermata:

L., REMOTE CONTROL OF ACTUATOR

ontrolli

Wireless Modules

Inserire la porta seriale

Premere «Connect»

L‘: REMOTE CONTROL OF ACTUATOR

)
ontrolli
Wireless Modules

Inserire il numero
seriale dell’attuatore

Premere «Open»

Radiocontrolli s.r.I refuses any responsibility for irregular uses of the devices and for

any possible lack or inaccuracy of the data and reserves the right to change in whole www.radiocontrolli.com
or in part these information without notice.
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Si aprira la seguente finestra :

Numero Attuatore

L. Actuator 1 e O X

adio ontrolli

Wireless Modules

Messagi

adio ontrolli

Wireless Modules

ON Off ON

o . |

Relay aperto

Relay chiuso

Radiocontrolli s.r.I refuses any responsibility for irregular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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Sara possibile aprire contemporaneamente N.4 finestre per N.4 schede Attuatore

Premendo il tasto relativo al Canale
1 sara attivato il relay N.1.
Premendo il tasto relativo al Canale
2 sara attivato il relay N.2.
Premendo il tasto relativo al Canale
3 sara attivato il relay N.3.
Premendo il tasto relativo al Canale
4 sara attivato il relay N.4.

5= _—" i e W |

e o s Tella e le [ ®

@ En 'ml

® af

In questo caso il relay 1 ed il raly 3
sono chiusi, invece il relay 2 ed il
relay 4 sono aperti.

www.radiocontrolli.com
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7.2 Funzionalita utilizzando la porta seriale

Command Sent

from RS232 Description

1 ##0x0 Set the Output «x» to Low Level (»x» can be 1,2,3,4)
2 ##H0x1 Set the Output «x» to High Level (»x» can be 1,2,3,4)
3 #HE?2M Request Monostable or Bistable State

4 ##?20 Request Output State

5 ##?RS Request RSSI value

6 #Hi?B Request remote battery Value

7 #H2T Request Temperature Value

8 ##2C Request remote Configuration

9 #HE2V Request remote Software version

7.2.1 ##0x0 and ##0x1 Communtazione Relay ON/OFF

£3 Hercules SETUP utility by HW-group.com = o X

UDP Selup Setidl | TCP Clent | T0P Server | UDP | TestMods | Abot |

Received/Sent data :
Y021 ~ Senial
. - x 0
COME -

Baud

115200 hd
Diata size
se il comando & andato a buon  [f 7 Comando State
fine, il sistema remoto inviaun - 0 -—-- > OFF
feedback «da» e | yJ— > ON
RTS/ACTS - Output
Mode 1 —_— RL1
Free - 2 > RL2

/ x Close |
Madem lines
( / @co @r @0 @cs [ OTR ‘ Hinfg P update: |

/

Send
—
#0121 [” HEX  Send group
v HU-group.com
[t ||| ——
Hercules SETUP atility
| " HEX  Send | Version 3.2.1

Radiocontrolli s.r.I refuses any responsibility for irreqular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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7.1.2 «##?M» Modalita Monostabile

@ Hercules SETUP utility by HW-group.com

UDP Setup Seridl | TCP Ciert | TCP Server | UDP | Testode | Abot |

Received/Sent data

#7M0000

" Modem lines

@ @n

@ Dsk @ C1s

[~ DTR

r Serial
Hame

COM3 -

Baud

115200 ¥

Data size

3 -
Parity

nane -

Handshake

RTS/CTS x

Mode

Free -

x Close
Hiw'g P update

Send

[

[~ HEX  Send

[~ HEX  Send

I HEX Send |

HWsrous

v HU-group.com
Hercules SETUP atility
Yersion 3.2.1

7.1.3 «#?0» Comando

Received/Sent data

@ Hercules SETUP utility by HW-group.com

UDP Setup Serial | TCP Clent | TCP Server | UDP | Test bode | About |

#701000

" Modem lines

@co

@r

@ D5k @ c1s

[” DTR

 Serial
M ame

ICDME -

Baud
115200 hd
Data size

F

Farity

4

none
Handshake

IHTS!ETS ¥

Maodz

IFree b

X Cioze |

Hiw'g P update |

 Send

[##70

Radiocontrolli s.r.I refuses any responsibility for irregular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole

or in part these information without notice.

]
[~ HEX Send group

[~ HEX Serd

[ HEX Send |

e HW-group.com
Hercules SETUP utility
Yersion 3.2.1

In questo caso tutte le 4 uscite sono configurate in
modalitd bistabile.

0= Bistabile

1= Monostabile

"1000" significa che l'uscita RI1 & attiva, invece le uscite

RL2,RL3,RL4 non sono attive.

www.radiocontrolli.com




Wireless Modules

Radio(((ontroui

7.1.4 «##?RS» Comando

% Hercules SETUP utility by HW-group.com = O X

UDP Setup Setiel | TCP Cliort| TCP Sarver| UDP | Tastbhode | bout
Received/Sent data ~ Sl
#7R3 Nik

-24 dbm (RSSI) o

Baud

115200 hd

Risposta in modo testo Dats se

—

Parity

none ¥

Handshake

RTS/ACTS b

Mods

Free hd

X Ciose |
Hw/g P update |
Send

i
[Rs [” HEX  Send group

wrw, HW-group.com

@ @r @osk @crs [ OR

" Modem lines

I WES B Hercules SETUP wtility

| 7 HEX  Send | Version 3.2.1

7.1.5«###?B» Comando

£% Hercules SETUP utility by HW-group.com 5 O *
UDF Setup  Sefal | TCP Client | TCP Server | UDP | Test Mode | About |

Received/Sent data
#753.396

[ Serial
Harne

COm12 vI

Baud

115200 vl

Risposta in modo testo |Dgt—_|
Parity

none VI

Handshake

RTS/CTS 'I

Mode

Comando

X Close
@rco @R @DSR @cCrs DTH\ | Hiw/g P update:
[ Send

\
[ue7e I~ HEX !nd H I_IJgrn_up

www.HUW-group.com
|5E 430202020201 0107015034 ¥ HEX Send =
_I Hercules SETUP stility

” todem lines

|G AR RRRRRRRRRRRRRERRRRREE! ™ HEX Send | Yersion 3.2.1

Radiocontrolli s.r.I refuses any responsibility for irregular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole
or in part these information without notice.
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£ Hercules SETUP utility by HW-group.com — m]

UDPSetup Serial | TCP Cliert | TCP Server | UDP | Testhode | about |
Rieceived/Sent data

~ Serial
Serial port COM3

#7726

opened s

Baud

Data size
Risposta in modalita testo Fai
Handshake

OFF
Mode:

todem lines
|7 @co @R @DsR @cTs [ DTR rHT5|

CORB -
115200 ¥
3 -
nane -

Free x

X Close
Hudg F/ updlate

— Gend
I

[~ HEX  Send
| [~ HEX Send

[ I HEX Send |

HWaraue

wwrw.HW-group.com
Hercules SETUP wiliy
Version 3.2.1

7.1.7 «##?C» Comando

% Hercules SETUP utility by HW-group.com

UDPSetup Serial | TCP Cient | TCP Server | UDP | Test Mode | About |
Received/Sent data

{3FH{43H{TEHTENH{TEHTEH{TEHTE{TEI{TE} {50} {3A}

Risposta in modalita esadecimale

[ Serial
Marne

Baud

IT 15200 vl
Data size

IS vl
Farity

Inone vl
Handshake

IDFF 'l
Mode

IFree vl

x Close |

Radiocontrolli s.r.I refuses any responsibility for irregular uses of the devices and for
any possible lack or inaccuracy of the data and reserves the right to change in whole

or in part these information without notice.

tdodem lines
( @co @R @osR @CIs [ DIR [ ORIS ‘ Hiwg Fud update |
~ Send
I
[ec I HEX  Send | group
swvrv.HU-group.com
I l_ bk _Isend Hercules SETUP stility
I [~ HEX  Send | Version 3.2.1

ICDMS vl

Wireless Modules

Radio(((ontroui

#5 Hercules SETUP utility by HW-group.cam == [m] x

UDP Setup  Serial | TCP Client | TCP Sewver | UDP | TestMode | About |
Received/Sent data
#vl.8

[ Serial
Mame

COMe -

Baud

115200 v
Data size

] -
Paiity

none -
Handshake
IMode:

Fiee hd

Risposta in modalita testo

X Close |
o Fw update |

HW:roue

s HW-group.com

|' Modem lines

@0 @A @ DS @ cTs

" DTR [ ATS

I~ HEX  Send
| [ HEX Send

[ I HEX  Send |

- Send
[y

Hercules SETUP atility
Version 3.2.1

www.radiocontrolli.com
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Radiocontrolli s.r.I refuses any responsibility for irregular uses of the devices and for - -
any possible lack or inaccuracy of the data and reserves the right to change in whole www.radiocontrolli.com
or in part these information without notice.




